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Introduction 
Q2profi les fl exible approach to manufacturing and supply allows us to 
work alongside and fully support the fl ooring industry.

Q2profi les are committed to the manufacture and supply of high value 
products supported by fi rst class service.

Q2profi les recognise the importance of competetitively priced products, 
where quality and service are never compromised – guaranteed.
                     
“Q2profi les – Quality – Service – Price”

10 Year Material Warranty 
Q2 Profi les Ltd warrants all its products to be free from any manufacturing 
and material defects for a period up to 10 years when in normal use. This is 
subject to the products being installed and maintained in accordance to 
Q2 Profi les Ltd recommendations.
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A. Q04 Illustrated

Aluminium Stair Nosings 
Stair Nosings - Installation

1. Ensure the stairs are even.
2. Remove any debris and make sure the stairs are dry and clean.
3. Check the nosing for a good fi t by placing on the correct stair, then mark   
 through the drill holes making sure the nosing is pushed hard against the riser.
4. Remove the nosing and drill and plug the stair.
5. Apply adhesive to the underside of the nosing and re-position on the step. 
 Remove for 5 minutes to help reduce curing time - unless using rapid setting
 adhesive.
6. Re-fi t nosing and screw down fi rmly - diagram A.
7. Apply insert plug as diagram B.

Cleaning

1. To ensure the stair nosings keep their appearance, they should 
 be cleaned weekly, more frequently in areas of heavy traffi c.
2. Build up of dirt and grease can prove hazardous.
3.  Inserts can be cleaned with a mild detergent diluted with water 
 on a slightly damp cloth.
4. Aluminium can be lightly burnished with steel wool.
5. Polishes will reduce anti-slip properties.
6. Do not use solvent cleaners.

Square Raked Back Bullnose Chevron
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Templates/Curves 
Aluminium stair nosings can be made to fi t most irregular shapes and curves. 
However each curved step must be treated individually and a separate template 
made for each using card or felt paper. Follow these 3 simple steps as an easy 
guide to the perfect edge.

Step 1
Place the card or felt on top of the curve that requires a template and draw a line 
underneath with a felt pen or marker (see fi gure 1) following the edge of the curve 
to create a smooth line 

Step 2
Cut the shape along the felt pen mark (fi gure 2) and clearly indicate the top and 
front edge of the template.

Step 3
Clearly mark on the template, the customer name or reference, the profi le required, 
the colour insert required and fi nally whether your curve is required drilled or 
undrilled (fi gure 3).

For assistance with any aspect of measuring or making templates please speak to 
Technical Services.

Figure 1

Card/Felt/Paper

Side view of stair

Figure 2

Top

Front Edge

Card/Felt/Paper

Stair shape

Figure 3

Top

Front Edge

Card/Felt/Paper

Template of stair and curve

Customer Name or Reference Profi le required,
Colour insert required Drilled or Undrilled
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Angles 
Stair Edge Trims

Stair Edge Trims are an integral part of an open staircase and are required to 
protect the edge and fl oorcovering as well as provide a neat and professional 
fi nish to the open side.

The adaptable combination of aluminium and PVC is based around fl exibility and 
specially designed with a “lock in” channel section that enables the PVC to glide 
into the base section and allows the options of size by simply reversing the section.

3.5 8

QUC

QAF

QUC1/QAF
QUC2/QAF

Figure 1

 The unique Q2 Profi les stair edge trim offers practical fl exibility.

Select preformed angles available in 300mm 
(QUC 1) or 350mm (QUC 2) lengths. 
Choose 90˚ or 83˚ angles.

Then simply use the QAF fi xing tab 
for 3.5mm or 8.0mm heights.

The QUC trim is also available 
in 2.500mm stock lengths.
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Slimline Aluminium Stair Nosings 
For use with light to medium duty carpet/tiles and smooth fl ooring.
Available in 3.22lm, 2.77lm, 2.46lm length
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Colours
Available

Oxford Blue

Graphite

Silver Grey

Barley

Arctic White

Jet Black
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Heavy Duty Aluminium Stair Nosings 
For use with medium-heavy duty carpets and carpet tiles and heavy duty smooth 
fl ooring. Available in 3.22lm, 2.77lm, 2.46lm length
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Special colours 
on request

Colours shown 
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accurate

Colours
Available

Oxford Blue

Graphite

Silver Grey

Barley

Arctic White

Jet Black
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Capping Strip 

QCAP1

QCF1

40
2.00

QCAP1 QCAP4

Cap Tile Strip
To protect and fi nish the edge of 
the fl oor covering.
2.00m lengths
40 per box
Available in White

QVT1

QCF1

QVT1

40

2

Capping Strip

To protect and fi nish the edge of the 
fl oor covering.
2m lengths or 20m coils 
40 x 2m per box
Available in Black, White, 
Silver Grey or Graphite. 
Special colours on request.
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PVC Accessories 

Sit on Skirting

 Fixed to the wall with contact adhesive 
and sits on top of the fl oor covering.
Available in Black, Silver Grey or Graphite.
2m lengths or 15m coils
30 x 2m per box
Special colours on request.

Set-In Skirting

Butt jointed to the edge of the vinyl, then hot 
seam welded giving fl oor water-tight fi nish.
Available in Black, Silver Grey or Graphite.
2m lengths or 15m coils
20 x 2m per box
Special colours on request.

100

20

QSO100

50

100

QSE100

PVC
 A

C
C

ESSO
R

IES

creo




Diminishing Strip 
 Used to ramp down vinyl, carpets and carpet tile etc., 
preventing trip hazards. Available in Black, Silver Grey or Graphite. 
Special colours on request.
2mm and 2.5mm - 15m coils (10 per box)
4.5mm - 2m lengths (20 per box)
6.0mm - 2m lengths (20 per box)
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PVC Accessories 
 Cove Formers

Cove formers are used to radius and support fl oor coverings formed from 
fl oor to wall. Black only. 2m lengths
30 x 2m per box.
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Q2 Profi les Ltd
Unit 5 Willow Ct  Lotherton Way 
Garforth  Leeds  LS25 2GB
 
T: 0113 287 3988  
F: 0113 287 5289
E: sales@q2profi les.co.uk


